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Proiettore IP65 con emissione ad arco, ideale 
per delineare in modo omogeneo finestre e 
arcate.

ECATE

IP65 projector, with arc emission, ideal to 
homogeneously outline windows and arches.



TECHNICAL DATA
POTENZA ASSORBITA
Power Absorption

CC (700mA): 3W
24Vdc, 230Vac: 4W

ALIMENTAZIONE
Supply Voltage

700mA (CC), 24Vdc, 230Vac

COLLEGAMENTO
Connection

CC: collegamente in serie – series connection
24Vdc: Collegamento in parallelo – parallel connection
230Vac: Collegamento a tensione di rete – Main voltage conneciton

DURATA MEDIA LED
Average LED life

50.000h

COLORI LED DISPONIBILI
LED colours available

3000K, 4000K

CRI 80

FASCI DISPONIBILI
Available Lens

3x115°

FLUSSO LUMINOSO
Luminous Flux

220lm (3000K), 240lm (4000K)

INSTALLAZIONE
Installation

A terra su basetta di fissaggio e grani (inclusi)
On ground with mounting base and setscrews included

TEMPERATURA DI ESERCIZIO
Operating Temperature

-10+45°C

CALPESTABILE
Walk Over

No

CARRABILE
Drive Over

No

GRADO DI PROTEZIONE IP
IP rating

IP65

CLASSE DI CONSUMO ENERGETICO
Energy Efficiency Class

A/A+/A++ 

CLASSE DI ISOLAMENTO
Insulation Class

230Vac: Classe 1 – Class 1
24Vdc – CC: Classe 3 – Class 3

PESO
Weight

CC-24Vdc: 0,47Kg
230Vac: 0,52Kg
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DIMENSIONI – Dimensions
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