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LS2 VERSION

VERSION  A [mm]  B [mm]  C [mm]  D [mm]  E [mm]  F [mm]  

630mm  1400  659,5  629 77 71 64,5  

630mm LS2  1400  696,5  629 77 71 64,5  

1220mm  1400  1250  1220  77 71 64,5  

1220mm LS2  1400  1281  1220  77 71 64,5  

 

LS1 VERSION

DIMENSIONS
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1220mm

630mm 602,5mm

1195,5mm

M

2 3

CORRECT POSITION
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!0,7Nm
x4

!0,7Nm
x4

M3x10M3x10

1220mm

630mm 602,5mm

1195,5mm

M

C
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NOT INCLUDED WITH LAMP

1200mm

600mm 195x152,5mm

M

195x152,5mm

ENDURA VERSION
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M
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I szczyt.

I peak

Czas

Time

[A] [us] 10A 16A 10A 16A

WSLD781
Układ driver 42W/200-350mA 60-120VDC 

DIP AC/DC MARCH LL 42W/350 CS HEF2 TUBA 630mm 37W 18,3 240 23 38 39 64
WSLD778 Układ driver 80W/150-450mA 120-300(177)VDC DIP 

AC/DC MARCH LL 80W/450 CS HEF2 Tuba 1220mm 59W 18,3 215 14 23 24 39

Driver

Prąd rozruchowy 

Inrush current

Max. Liczba opraw na bezpiecznik

Max. No of luminares per circuit braker

Typ C

Type C

Typ B

Type B

TYP

5

!0,8-1Nm

ACCESSORY - CONNECTOR 

ACCESSORY - CONNECTOR 

x2

5x0,75mm

INDEX:
778254
778261

INDEX:
778254
778261

Driver 42W 350mA

Driver 80W 450mA

min. IP69K

min. IP69K

6 -10 mm

4

min. IP69K

min. IP69K

6 -10 mm

ENDURA VERSION
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IP68
MAX 150 CM
MAX 30 MIN

OPRAWA SPEŁNIA WYMAGANIA IP68
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